Landline Speech Dialler
Key Features:

Auto Dialler Alarm

4 Inputs
Up to 8 phone
numbers can be
programmed

SUMMARY OF FEATURES
Ÿ Compatible with standard

Compatible with
Envirotech Alarms
leak detection
panels

Ÿ
Ÿ
Ÿ

Suited to areas
where there is a
poor mobile phone
signal
Plugs directly into
any landline
telephone socket or
extension
Call
acknowledgement
feature
Event log

Ÿ

landline phone socket.
4 separate inputs are
available.
8 different telephone numbers
can be programmed.
A different voice message
can be set for each input.
230VAC

The speech dialler provides an
interface for communicating an
alarm to a standard or mobile phone.
The Autodialler is connected to any
Envirotech Alarms leak detection
panel via a volt free relay.
Programming the telephone
numbers and the voice message
given when an alarm is triggered can
be done through the onboard
keypad. Messages can be up to 32
seconds long and specific to the
input.
On receiving a voice mail message
the contact answering the call can
acknowledge it at any time by
pressing the number 8 on their
phone. If the call is not
acknowledged a further 10 attempts
will be made (this number is
adjustable in the settings), after
which the dialler will move on to the
next number stored.
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PRODUCT SPECIFICATION

Dimensions of cabinet:
W200mm x H160mm x D100mm
Max inputs

4

Max programmable
numbers

8

Connections

Standard telephone

Input Voltage

230VAC

IP Rating

65

There is a handy call log feature that
allows the last 64 events to be
accessed. This is a record of the
input that triggered the call, which
phone numbers were called and
whether the call was acknowledged.
There is also a user programmable
password that protects the
Autodialler from being accessed and
the settings from being changed.
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