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HEAT-HUNTER 1
Single zone temperature or high 

humidity detection systems

WHAT DOES THE PRODUCT DO?

The Heat-Hunter 1 detects when the ambient 

temperature reaches a pre-set upper or lower limit.  It 

can also be used to detect levels of  humidity above a 

point that would cause problems to sensitive 

equipment.

HOW DOES IT WORK?

The alarm panel can be connected to either a 

temperature sensor or humidity sensor.  Each of 

these can be set to a specific level that if exceeded 

will trigger the alarm. 

HOW DOES IT DETECT TEMPERATURE?

A  dial enables setting the temperature at which the 

device switches on and off.  The dial is connected 

through a circuit to the temperature sensor (a bimetal 

strip), which switches an electrical circuit on and off 

by bending.  The bimetal strip is made of two 

separate metal strips fastened together: a piece of 

brass bolted to a piece of iron. Iron expands less than 

brass as it gets hotter, so the bimetal strip curves 

inward as the temperature rises.

The strip forms part of an electrical circuit.  When the 

strip is cool, it's straight, so it acts as a bridge through 

which electricity can flow. When the strip is hotter, it 

bends and breaks the circuit, so no electricity can 

flow, this triggers the Heat-Hunter 1 to go into alarm.

WHAT OUTPUTS ARE AVAILABLE?

2 X 2 amp Volt free changeover common alarm 

relays.  Will switch state on any zone detecting an 

alarm.  Useful for connection to an external 

sounder/beacon or triggering a telephone dialler.
1x 2 amp Volt free changeover common alarm 

relay, ideal for connection to a BMS.
12VDC output for running low voltage devices 

directly from the panel up to 500mA.
Power fail relay will switch should the mains 

power be interrupted.
Output connector for Echo repeater panel used 

for remote monitoring in a different location to the 

main panel location.
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Sensor Types:

Humidity sensors, designed to 
measure the external relative humidity 
conditions.  Can be used to monitor 
the humidity in data-centers where low 
humidity can cause dielectric 
breakdown in solid state devices.  
Measures between 35% to 100%RH

A range of different temperature sensors are 

available as well as humidity sensors.  These are 

linked back to the panel using a pair of low voltage 

wires (such as bell wire).

Tamper Proof room sensor for use in 
public areas or other situations where 
subsequent temperature adjustment 
is not required / desirable. Temp. 
range  5°-30°C

Digi ta l  Sensor  CE marked.  
Conforms to protection requirements 
of 2006/95/EC & 2004/108/EC. 
WEEE & RoSH compliant. Digital 
Display Temp. range: 5°-35°C. 



HEAT-HUNTER 1 SPECIFICATION

Zones 1

Temperature range

Outputs Volt free relays

IP Rating 65

100m

5°-35°C. 

Maximum Coverage (from alarm panel)

Humidity range 35% to 100%RH

Typical Configuration
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Optional Extras

Telephone Diallers
Available as a  landline or 
SMS text message system.

Programmable telephone 
numbers.

Editable messages to inform 
recipient what area the leak 
has occurred.

Echo Repeat Panel
Simulates an alarm from an 
alarm panel located in a 
different part of the building.

Can be located in a reception 
or security area where 
people are present.

Sounder and LED light 
output.

Powered directly from the 
main alarm panel.

Sounder/Beacon
Super bright amber beacon

Load sounder

Triggered when an alarm is 
detected by the master 
alarm panel

Easily installs to panel with a 
single plug in connector


