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Typical installation
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Designed to comply with 
BREEAM  WAT03 to 
provide water leak 
detection for commercial 
and public buildings.

©

The Leak-King is a leak detection system with 
the capability of detecting major water leaks 
on the mains water supply within the building 
and between the building and utilities water 
meter.  The leak detection system is:
Ÿ Audible when activated            
Ÿ Activated when the flow of water passing 
     through the water meter is at a flow rate 
     above a pre-set maximum for a pre-set 
     period of time
Ÿ Able to identify different flow and therefore 
     leakage rates.
Ÿ Programmable to suit the owner/occupiers’ 
     water consumption criteria.
Ÿ Where applicable, designed to avoid false 
     alarms caused by normal operation of  
     large water-consuming plant such as  
     chillers.

Intended to reduce the impact of 
water leaks that may otherwise go 
undetected.
Ÿ User defined programmable    
    parameters.
Ÿ LCD display.
Ÿ Volt free alarm relay.
Ÿ Non volatile battery backup.
Ÿ Audio/visual output.
Ÿ Optional valve.

At a glance:

Complies with 

BREEAM 

Single and two zone 

versions

BMS compatible

Meets requirements 

of WAT02 and WAT03

Compatible with  

pulsed and M-bus 

water meters

Valves can be fitted 

to switch off the 

water using relay

LEAK-KING
BREEAM WAT02/03 Water Leak Detection 

Product Specification

Part Number:
Supply Voltage
Power Consumption:
Enclosure Rating:
Dimensions:
Input:
BMS Output:
Max input capacity:
Setting retention:
Valve Type:

LK1-Z  /  LK2-Z
110v - 240v Nominal 50Hz

3.5W
IP65

160mm x 188mm x 105mm
Meter Bus Interface or Pulse

500mA and 50V
50,000L in 5 minutes
Non-volatile memory

Latching / Solenoid / Motorised

Single and two zone alarm panels are available



CONFIGURATION
BREEAM WAT02/03 Water Leak Detection 

At a glance:

Multiple Building 

Coverage

For detection of 

major water leaks

Fully programmable

Proven solution

MCWS

Water meter at the 
boundary connected to the 

alarm panel

Water meter with pulse reader at 
the point of entry into the building 

connected to the alarm panel

2nd Building requiring leak detection. 
Water meter with pulse reader at the 

point of entry into the building 
connected to 2nd alarm panel

LK2-Z
Panel

LK1-Z
Panel

Typical Installation

To meet the requirements for BREEAM WAT03 the following needs to be 

considered:
1. A water meter needs to be installed at the boundary (usually adjacent to the 
authority water meter) and a cable run back to the alarm panel.  A second 
water meter needs to be installed at the point where the MCWS pipe enters 
the building (usually straight after the mains stop valve) and a cable run back 
to the alarm panel.  This offers water leak detection on the external and 
internal pipework in the building.

2. If there is no external MCWS pipework between the boundary and where it 
enters the building (i.e - the water supply is straight from the street into the 
building) a water meter needs to be installed at the point where the MCWS 
pipe enters the building (usually straight after the mains stop valve) and a 
cable run back to the alarm panel.  This offers water leak detection on the 
internal pipework only.

3. Where there is more than one point of entry (i.e. more than one building) 
and there is MCWS pipework between the boundary and the building.  The 
configuration is the same as (1) above, with the addition of a 3rd water meter 
and a 2nd alarm panel.  The water meter needs to be installed at the point 
where the MCWS pipe enters the 2nd building and a cable run back to the 2nd 
alarm panel. This offers water leak detection on the internal pipework in the 2 
building.


